
483

483

MODELS

P

AP

PL

PK

PF

R/RK/RH

L

U

T

SERIES

HOLLOW SHAFT / 
SOLID SHAFT SPEED 
CHANGERS AND 
REDUCERS
BELT-TYPE 
STEPLESS SPEED 
CHANGER
UNITS
STAND-ALONE 
BELT-TYPE 
STEPLESS SPEED 
CHANGERS
ZERO-MAX
(STEPLESS SPEED 
CHANGERS)

DC MOTORS

ROTATION SPEED 
INDICATORS

COUPLINGS

ETP BUSHINGS

ELECTROMAGNETIC 
CLUTCHES & BRAKES

SPEED CHANGERS 
& REDUCERS

INVERTERS

LINEAR SHAFT DRIVES

TORQUE LIMITERS

ROSTA 

Stand-alone Belt-type Stepless Speed Changer

U
Speed Is Changed by 
Operating the Handle

■ Speed Changer with Handle
  The speed change ratio is large and the belt travel line is 

maintained constant.

Transmission 
capacity 0.2 kW to 2.2 kW

Speed change 
ratio 1:2 to 1:6

External pulley 
diameter 103 mm to 260 mm

Dimensions

How to Place an 
Order

Model UB-160 UC-210 UC-260

Belt in use A belt x1 B belt x1 B belt x1 B belt x1 C belt x1

Speed change ratio 1：5 1：3 1：6 1:6 1：3

Transmission capacity [kW] 0.4 〜 0.75 0.75 1.5 〜 2.2

Driven shaft rotation speed Max. Intermediate Min. Max. Intermediate Min. Max. Intermediate Min. Max. Intermediate Min. Max. Intermediate Min.

Transm
ission capacity [kW

]

M
otor pulley's external diam

eter [in.]

31/2 0.45 0.67 0.2 0.52 0.52 0.52 0.52 0.52 0.3 0.52 0.52 0.45

4 0.52 0.9 0.26 0.67 0.67 0.52 0.67 0.67 0.33 0.67 0.67 0.48

41/2 0.6 1.12 0.3 0.9 1.05 0.56 0.82 1.05 0.37 1.05 1.05 0.56

5 0.67 1.27 0.33 0.97 1.42 0.6 0.9 1.42 0.41 1.27 1.42 0.63 1.35 1.35 1.35

51/2 0.75 1.37 0.37 1.05 1.57 0.63 0.97 1.8 0.45 1.42 1.8 0.71

6 0.82 1.42 0.37 1.2 1.65 0.67 1.05 2.25 0.52 1.5 2.25 0.75 2.25 3.0 1.35

61/2 1.2 2.4 0.6 1.6 2.62 0.82

7 1.35 2.47 0.67 1.8 3.0 0.9 2.4 3.37 1.42

8 2.55 4.5 1.5

Mass  [kg] 14 14 20 34 34
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Model A B C E F G H J K N P Q R S T U M O
Number of 

handle 
turns

Movement
distance

UB-160 170 120 115 295 145 30 125 70 125 108 29 56 15 11.5 175 270 116
127 190 24

17
75
53

UC-210 212 140 150 350 180 30 140 70 140 118 37 85 16 11.5 202 298 142 225 30 92

UC-260 260 160 160 415 200 30 157 70 160 154 43 107 17 14 246 363 174
188 250 37

29
116
82

* Calculate C1 and C2 indicated by * by reference to Items Checked for Design Purposes.
* M: Medium pitch diameter

To download CAD data or product catalogs: www.mikipulley.co.jp 0000Web code D028www.mikipulley.co.jp
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